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Handleiding te gebruiken bij de volgende artikelen:

• Meerpuntssluitingen Serie 51

Handleiding

Omdraaien dagschoot
Serie 51 
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Doorloop onderstaande stappen om de dagschoot te kunnen omdraaien.  

Stap 1
Druk het palletje aan de zijkant van de slotkast in met een platkop schroeven-
draaier (zie nr. 1 op afb.1).

Stap 2
De dagschoot komt los, trek deze volledig naar buiten (zie nr. 2 op afb. 1).

Stap 3
Draai de dagschoot om (zie nr. 3 op afb. 1).

Stap 4
Druk de dagschoot terug in het slot, u hoort een klik (zie nr. 4 op afb. 1).

Stap 5 
Druk de dagschoot minimaal 5 keer in het slot, om te controleren of deze goed
vastgeklikt is. 

Stap 6
De draairichting is nu omgekeerd (zie nr. 5 op afb. 1).
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1 - Druk het palletje aan de zijkant van de slotkast in met een schroevendraaier
2 - De dagschoot komt los, trek deze volledig naar buiten
3 - Draai de dagschoot om
4 - Plaats de dagschoot terug in het slot en druk deze in tot je een klik hoort
5 - De draairichting van het slot is nu omgekeerd

1 - Use a screwdriver to push the latch on the side of the main case
2 - The latchbolt will release, pull it out of the main case entirely
3 - Flip the latchbolt around
4 - Push the latchbolt back in to the main case until it is flush with the faceplate, you will hear a click
5 - You have successfullly changed the handing of the lock

/ Flip LatchboltOmkeren Dagschoot



HMB profit locks & tools, Einsteinweg 17-19, 3404 LH IJsselstein (U)

T: +31 (0)30 686 8330  F: +31 (0)30 687 5688  E: hmb@hmb.nu  W: www.hmb.nu


